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ZJC series Interconnection semi rigid cable

ZJC047 ZJC086 ZJC141 ZJC250
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2-Dielectric

3-Outer conductor

0.29

0.95

1.22

Silver plated 
copper

PTFE

Seamless copper 
tube plated with 

ternary alloy

0.53

1.68

2.18

Silver plated 
copper

PTFE

Seamless copper 
tube plated with 

ternary alloy

Silver plated 
copper

PTFE

Seamless copper 
tube plated with 

ternary alloy

0.94

2.98

3.58

Silver plated 
copper

PTFE

Seamless copper 
tube plated with 

ternary alloy

1.63

5.28

6.35

4.2

0.004

-55~125

7.00

0.021

-55~125

15.00

0.047

-55~125

30.00

0.146

-55~125

40

110

50

70%

165

100

40

59

50

70%

165

500

26.5

34

50

70%

165

500

18

24

50

70%

165

500

1.1

1.6

2.0

2.9

3.4

3.8

4.3

5.2

6.5

8.2

1000

2000

3000

6000

8000

10000

12400

18000

26500

40000

K1

K2

0.059

0.041

0.033

0.023

0.020

0.018

0.016

0.013

0.010

0.008

64.9

93.1

115.2

166.6

194.7

219.9

247.6

304.9

379.9

482.7

0.256

0.179

0.144

0.100

0.085

0.076

0.067

0.055

0.044

0.034

38.2

55.5

69.3

102.4

120.8

137.7

156.4

195.9

249.2

－

0.335

0.231

0.185

0.125

0.106

0.093

0.082

0.065

0.051

－

22.5

34.1

44.0

69.1

84.0

98.1

114.2

149.7

－

－

0.542

0.357

0.277

0.177

0.145

0.124

0.107

0.082

－

－

0.5872701.1317021.9853200.035016

0.0039370.0024500.0021400.000029

K1*√FMhz+K2*FMHz

ZJC series Interconnection semi rigid cable
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DC~40GHz

≦1.30

√GHz*0.08+L*dB/M
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Cable assembly series Cable assembly series

Example:

2m：2m

20mm：20mm

Example:

0/0.6：DC~600MHz

0/6：DC~6GHz

 OHM
Frequency range

VSWR

Ins.loss
Outline drawing

Technical data sheet
Specification

S：SMA           M:Male
N：N                F:Female
T：TNC           WM:Bending male
35：3.5mm   WF:Bending female
K：2.92mm
24：2.4mm
SP：SMP
2SP：SSMP
185：1.85mm
1:1.0mm

Connector 1/2 Length FrequencyCable type

Note:  
L: Assembly length; 2:Heat shrinkable sleeve; 3:Label; 4: Cable

Assembly select module

Specification Size(mm) Material Size(mm) Material Size(mm) Material

Structure

Mechanical and environmental performance

Electrical performance

Working frequency(GHz)

Cut-off frequency(GHz)

OHM(Ohms)

VOP

Shielding efficiency(dB)

Withstand voltage medium(V,DC)

Frequency  MHz dB/100 m dB/100 m

Attenuation value (typical value at 25 ° C) and transmission power value (typical value at 40 ° C)

Average power 
KW

Average power 
KW dB/100 m Average power 

KW
Average power 

KW dB/100 m

Static bending radius(mm)

Temperature, install and use (℃)

Weight(Kg/m)

Size(mm) Material

TypeData

Attenuation of other frequency 
points

Connector 2Connector 1




