B C:able assembly series db=design

P> ZJB series interconnection semi flexible cable

Structure
Specification Size(mm) Material Size(mm) Material
1-Inner conductor 0.52 Silver plated copper 0.93 Silver plated copper
2-insulation 1.65 PTFE 3.00 PTFE
3-Outer conductor 2.15Nom. Tinned copper wire braiding 3.52 Nom. Tinned copper wire braiding
4-Sheath 2.65 FEP 4.15 FEP
Mechanical and environmental performance
OHM(Ohms) 50.00 50.00
Capacitance(pF/m) 95.00 95.00
VOP 70% 70%
Withstand voltage medium(Vrms) 5000 5000
Working voltage(Vrms) 1500 1900
Working frequency(GHz) 18 18
Electrical performance
Static bending radius(mm) 26.5 41.5
Temperature(°C) -55~+200 -55~+200
Environment protection Compliant Compliant
Attenuation value (typical value at 25 ° C) and transmission power value (typical value at 40 ° C)
Frequency dB/100 m Average power KW dB/100 m Average power KW
500 0.55 173.00 0.26 436.50
1000 0.78 121.00 0.39 303.40
3000 1.35 100.00 0.84 169.00
5000 1.55 55.00 0.92 126.70
10000 2.25 50.00 1.38 85.00
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